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The GECCO Edgecard Server is an ultra compact, rugged, fan-less, pluggable server, 
with range of processor, memory and connectivity options.  

Compatible with the GECCO EdgePod to allow operation of an EdgeCard without 
cables and fans due to the presence of a VPX backplane and advanced conduction 
cooling.  

Applications: Zero-touch computing for edge deployments, remote management, virtual machines, containers, 
Windows/Linux, multiaccess edge computing, IoT/AI/ML applications.  

Suitable for defence, aerospace, telecom, retail, infrastructure, mining, refining, process industries, smart agriculture, 
smart city, manufacturing, maritime, and more!  

Benefits: Easy to deploy because of small size, low weight, pluggable design eliminates wiring problems. Easy to 
maintain and swap out for upgrades and repairs. Convenient front ports for commissioning prior to deployment and 
troubleshooting when installed. 

 

Technical Specifications† 

Processors 
supported 

Intel Xeon D1500 series: 
D1539, 8c, 1.6 GHz, 35W (ext tmp) 
D1577, 16c, 1.3 GHz, 45W (std tmp) 
AMD Epyc E3000 series: 
E3255, 8c, 2.0 GHz, 35W (ext tmp) 
E3451, 16c, 2.45 GHz, 85W (std 
tmp) 

Memory DDR4, max 64GB 
Storage  NVMe SSD, max 2 x 8TB 
Size  171mm x 100mm x 26mm  

6.7in x 3.9in x 1.0in  
Weight  0.63 kg  

1.38 lbs  
Power  45W Idle  

50W Nominal  
65W Max  
3W (running on Vaux)  

Cooling  Passive (no internal fan)  
With standalone cooling option: 
Active (heatsink + fan) 

Operating 
Temperature  

0 to 55 °C  
32 to 131°F 

Power supply 
(rear) 

12VDC via rear connector (VITA65) 

Power supply 
(front) 

75-100W through USB-C Power 
Delivery (PD) 

Operating life 10 years predicted 
Warranty 5 years 

10 years (optional) 
† Specifications subject to change. Refer to www.G3CCO.com 
for current product documentation. 

 

Connectivity 
(front)  

USB-C (USB 3.1 | 100W PD (sink) | DP 
Alt mode)  
USB Type A (USB 3.1)  
Mini-DisplayPort (DisplayPort 1.1)  
ix Industrial Ethernet (1000BASE-T)  

Connectivity 
(rear)*  

VPX VITA 65.0 Single Board Computer 
I/O intensive profile (SLT3-PAY-
1F1F2U1TU1T1U1T-14.2.16):  
2 x 10Gb Ethernet (10GBASE-KR)  
1 x 1Gb BMC Ethernet (1000BASE-T)  
4 x PCIe Gen3 (x1, x2, x4 bifurcation, 
NVMe)  
8 x PCIe Gen3 (x4, x8 bifurcation, 
NVMe)  
1 x DisplayPort 1.1  
1 x USB 3.1  
1 x USB 2.0  
1 x SATA Gen3  
2 x RS232 Serial Port (or 1x 
RS422/RS485)  
20 x GPIO (3.3V I/O)  

Server 
Management 

Baseboard Management Controller for 
remote monitoring and management: 
remote power and reset control, 
remote KVM, serial over LAN, Virtual 
Media, Web-based User interface and 
IPMI. 

HCI 
compatibility 

Visit http://www.g3cco.com or 
contact your GECCO sales 
representative for a list of validated 
HCI/software partners. 

* Not all I/O is accessible when installed in an EdgePod. 

Contact GECCO for ordering information. 


