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The GECCO EdgePod T41 is an ultra-compact, rugged, fanless, transportable 
Edge Computing Appliance (ECA) designed for data collection, processing, 
storage in austere and remote edge environments. 

Compatible with the GECCO pluggable EdgeCard Servers and EdgeCard 
Switch without cables and fans, featuring a VPX backplane and advanced 
conduction cooling.  

Applications: Zero-touch computing for edge deployments, remote 
management, virtual machines, containers, Windows/Linux, multiaccess 
edge computing, IoT/AI/ML applications.  

Suitable for defence, aerospace, telecom, retail, infrastructure, mining, refining, process industries, smart agriculture, 
smart city, manufacturing, maritime, and more!  

Benefits: Easy to deploy because of small size, low weight, pluggable design eliminates internal wiring problems. Easy to 
maintain and swap out EdgeCards for upgrades and repairs.  

 

Technical Specifications† 

Devices 
supported 

GECCO EdgeCard Server (4 max) 
GECCO EdgeCard Switch (1 max) 

Size  300mm x 365mm x 390mm  
11.8in x 14.4in x 15.4in 

Weight  27 kg  
60 lbs  

Power  300W thermal demand capacity 
Cooling  Passive (no internal fan)  
Operating 
Temperature  

0 to 55 °C  
32 to 131°F 

IP Rating IP50 
Power supply* 18-48VDC via rear connector  

115-240VAC 360W via AC adaptor 
Security* Out-of-band ID, lock controller, digital 

key (optional) 
Operating life 10 years predicted 
Warranty 5 years 

10 years (optional) 
Connectivity Internal: access to front panel of 

EdgeCard Server or Switch, 
10Gb interconnection on backplane 
Rear panel: 1x Main Power Supply (18-
48VDC) 
1x Lock Backup Power Supply (9VDC)  
1x Lock Bypass (optional)  
1x 1Gb OTS Camera (1000BASE-T)  
2x 10Gb Uplink (1000BASE-T or -LC) 
4x 2.5Gb Ethernet (2500BASE-T) 
4x 1Gb BMC Ethernet (1000BASE-T)  
4x USB 2.0  

† Specifications subject to change. Refer to www.G3CCO.com 
for current product documentation. 

* Accessories & available options can vary and may need to be 
configured at time of order. Contact GECCO for ordering 
information. 

 


